










MC 840
 
The MC 840 is a compact top-class large diaphragm 

studio microphone. It is equipped with five selectable 

polar patterns (omnidirectional, wide cardioid, cardioid, 

hypercardioid, figure 8) and delivers a transparent and 

neutral sound in studio and on stage. 

M 201 TG
 
The M 201 TG is optimised for a variety of different 

situations. Drums, percussions, stringed instruments, 

piano – the M 201 TG is an all-purpose instrumental 

microphone offering high feedback resistance and an 

integrated hum-buck coil.

•	 Universal microphone for instrument miking

•	 Small dimensions for unobtrusive positioning

•	 High gain-before-feedback

•	 Rugged construction

•	 Large diaphragm capsule with gold vaporised 	 	

	 double diaphragms

•	 Elastic capsule mounting

•	 Five selectable polar patterns

•	 Switchable pre-attenuation 

	 for high sound pressure levels

•	 Switchable two-stage roll-off filter

Transducer type . . . . . . . . . . . . . . . .                Dynamic

Frequency response . . . . . . . . . . . . .             40 - 18,000 Hz

Polar pattern. . . . . . . . . . . . . . . . . . .                   Hypercardioid

Open circuit voltage at 1 kHz. . . . . .      1.2 mV/Pa

Dimensions

  Length. . . . . . . . . . . . . . . . . . . . . .                      160 mm

  Shaft diameter. . . . . . . . . . . . . . . .                24 mm

Weight. . . . . . . . . . . . . . . . . . . . . . .                       220 g

Transducer type . . . . . . . . . . . . . . . .                True condenser

Polar pattern. . . . . . . . . . . . . . . . . . .                   Switchable

		  omnidirectional, wide cardioid, 		

		  cardioid, hypercardioid, figure 8

Frequency response . . . . . . . . . . . . .             30 - 20,000 Hz

Open circuit voltage at 1 kHz. . . . . .      18 mV/Pa

Max. SPL at 1 kHz. . . . . . . . . . . . . . .               127 dB without pre-attenuation

                                                 	 137 dB with -10 dB pre-attenuation

                          	 147 db with -20 dB pre-attenuation

Dimensions

  Length. . . . . . . . . . . . . . . . . . . . . .                      165 mm

  Shaft diameter. . . . . . . . . . . . . . . .                37 mm

  Head (L x W x H) . . . . . . . . . . . . . .              70 x 52 x 33 mm

Weight. . . . . . . . . . . . . . . . . . . . . . .                       286 g

	

TIP

The M 201 TG is also convenient for interview and 

reporting purposes.

TIP

Using it as main microphone, the light treble 

boost delivers a well balanced sound.



Transducer type . . . . . . . . . . . . . . . .                True condenser

Frequency response . . . . . . . . . . . . .             40 - 20,000 Hz

Polar pattern. . . . . . . . . . . . . . . . . . .                   Supercardioid

Open circuit voltage at 1 kHz. . . . . .      40 mV/PA

Phantom powered . . . . . . . . . . . . . .              11 - 52 V

Dimensions

  Length. . . . . . . . . . . . . . . . . . . . . .                      128 mm

  Shaft diameter. . . . . . . . . . . . . . . .                21 mm

Weight. . . . . . . . . . . . . . . . . . . . . . .                       115 g

M SeRIES 

MC 950

The supercardioid MC 950 delivers a neutral sound as 

well as excellent gain-before-feedback eliminating noi-

ses from the rear. Miking choirs, pianos or orchestras 

are some of the possible applications. The MC 950 is 

phantom powered (11 - 52 V) and can be used with 

nearly any amplifier in studio or live situations as well 

as installations. 

•	 Switchable pre-attenuation -15 dB

•	 Switchable bass roll-off filter with 6 dB/Octave at 250 Hz

•	 Uncoloured off-axis response

MC 930
 
The MC 930 is a high-quality small-diaphragm micro-

phone providing a wide frequency response as well 

as high gain before feedback due to its cardioid polar 

pattern. The MC 930 can be used in professional stu-

dios as well as in difficult acoustic environments where 

excellent sound and maximum feedback resistance are 

a must. 

•	 Switchable pre-attenuation -15 dB

•	 Switchable bass roll-off filter with 6 dB/Octave at 250 Hz

•	 Very high off-axis rejection

TIP

Transducer type . . . . . . . . . . . . . . . .                True condenser

Frequency response . . . . . . . . . . . . .             40 - 20,000 Hz

Polar pattern. . . . . . . . . . . . . . . . . . .                   Cardioid

Open circuit voltage at 1 kHz. . . . . .      30 mV/PA

Phantom powered . . . . . . . . . . . . . .              11 - 52 V

Dimensions

  Length. . . . . . . . . . . . . . . . . . . . . .                      128 mm

  Shaft diameter. . . . . . . . . . . . . . . .                21 mm

Weight. . . . . . . . . . . . . . . . . . . . . . .                       115 g

MC 910
 
The true condenser microphone MC 910 is equipped 

with an omnidirectional capsule ensuring neutral sound. 

The small-diaphragm microphone can be used as main 

microphone for stereo and surround recordings as well 

as for individual instruments. Its switchable attenuation 

of 15 dB also allows for usage under high sound pres-

sure levels. 

•	 Switchable pre-attenuation -15 dB

•	 Switchable bass roll-off filter with 6 dB/Octave at 250 Hz    

•	 Slight treble boost on axis

Transducer type . . . . . . . . . . . . . . . .                True condenser

Frequency response . . . . . . . . . . . . .             30 - 20,000 Hz

Polar pattern. . . . . . . . . . . . . . . . . . .                   Omnidirectional

Open circuit voltage at 1 kHz. . . . . .      25 mV/PA

Phantom powered . . . . . . . . . . . . . .              11 - 52 V

Dimensions

  Length. . . . . . . . . . . . . . . . . . . . . .                      128 mm

  Shaft diameter. . . . . . . . . . . . . . . .                21 mm

Weight. . . . . . . . . . . . . . . . . . . . . . .                       115 g

The MC 930 is also available as matched stereo pair. 

Ideal for XY and ORTF recordings. Elastic suspensions, 

wind screens and transport case are included. 

TIP

With the WS 101 wind shield, the MC 910 can be 

used for speech and vocals.

TIP

Due to the excellent polar pattern the MC 950 

is ideal for miking hihats.



The following chart should help you to find the ideal microphone for your application:

Instruments Bass Drum Snare Drum Rack Toms Floor Toms HiHat   Cymbals

Live Performance M 88 TG
M 201 TG

MC 930 | MC 950
M 69 TG
M 201 TG

M 69 TG
M 201 TG

MC 930 
MC 950

M 160 
MC 930

Recording
M 88 TG 
MC 910

M 88 TG 
M 201 TG

M 88 TG
M 201 TG

M 88 TG
M 201 TG

M 160
MC 930 | MC 950

M 160
MC 840 | MC 930

Instruments
Congas | Tumbas 

Quintos
Bongos Timbales Djembe Cajón Hand Percussion

Live Performance M 201 TG M 201 TG M 201 TG
M 201 TG
MC 930

M 88 TG
M 201 TG 
MC 930

Recording  MC 930 MC 930
M 201 TG
MC 930

M 201 TG
MC 930

M 88 TG
MC 930

M 201 TG
MC 930

Instruments Acoustic Guitar
Banjo

Balalaika
Bass Guitar Cabinet Guitar Cabinet

Violin
Viola

Cello
Double Bass

Live Performance MC 930 MC 930 M 88 TG
M 69 TG | M 160

MC 840
MC 930
MC 950

MC 930
MC 950

Recording
 M 201 TG

MC 910 | MC 930
M 201 TG

MC 910 | MC 930
M 88 TG

M 160
MC 840

MC 840
MC 910 | MC 930

MC 840
MC 910 | MC 930

Instruments Flute Clarinet Saxophone Trumpet Trombone Tuba

Live Performance
MC 930
MC 950

MC 930
MC 950

M 160
MC 930

M 160
MC 930

M 160
MC 930

MC 930

Recording
 MC 840

MC 910 | MC 930
MC 840

MC 910 | MC 930
M 160

MC 910 | MC 930
M 160

MC 910 | MC 930
M 160

MC 910 | MC 930
MC 840

MC 910 | MC 930

Instruments
Piano

Grandpiano 
Accordion Blues Harp Lesley Horn

Live Performance MC 930
M 201 TG
MC 930

M 88 TG
M 160

M 201 TG
M 160 

MC 930

Recording
 M 160 | M 201 TG
MC 910 | MC 930

M 201 TG
MC 910 | MC 930

M 88 TG
M 160

M 160 | M 201 TG
MC 930

M 160
MC 910 | MC 930

M 69 TG M 88 TG M 130 M 160 M 201 TG MC 840 MC 910 MC 930 MC 950

MICROPHONE SELECTION GUIDE

Instruments Vocals Speech Choir

Live Performance M 88 TG M 69 TG MC 930

Recording
 M 88 TG | M 160

MC 840
MC 910 | MC 930

MC 840
MC 910 | MC 930

MC 840
MC 910 | MC 930

TIP

For our microphones we provide a wide range of 

accessories. From microphone clamps, pop or wind 

shields to stands, we offer everything you need for 

daily use on stage or in the studio.


